20020104.ba v03_n276.bam.20020104 


>From ???@??? Fri Jan 4 01:02:35 2002 -0600 

Message-Id: <200201040702.g0472COP017244@sco.theporch. com> 
Fri, 4 Jan 2002 07:01:38 GMT 

From: Old Tube Radios <boatanchors@theporch.com> 


Date: 


To: 


Old Tube Radios <boatanchors@theporch. com> 


Subject: BOATANCHORS digest 3276 


BOATANCHORS Digest 3276 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 
8) 
9) 
10) 
11) 
12) 
43) 
14) 
15) 
16) 
17) 


18) 


Re: Cleaning wafer switches and WD40 One More Time! 
by john <johnmb@nc.rr.com> 

Re: Cleaning wafer switches and WD40 One More Time! 
by "Al Parker" <anchor@ec.rr.com> 

RE: Mothballs 

by "Shirli Sieb" <sieb@sympatico.ca> 

RE: Mothballs 

by "Bill Hawkins" <bill@iaxs.net> 

RE: Mothballs 

by Richard Loken <richardlo@devax.admin.athabascau.ca> 
Re: Making BA parts 

by Michael Hanz <AAFRadio@erols.com> 

Re: Cleaning wafer switches 

by "Paul Nelson" <drhydro@qwest.net> 

Re: Cleaning wafer switches 

by "Don Davis" <dxguy@earthlink.net> 

Re: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 
by Avery Comarow <acomarow@usnews.com> 

Re: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 
by Avery Comarow <acomarow@usnews.com> 

Re: Cleaning wafer switches and WD40 One More Time! 
by Michael Hanz <AAFRadio@erols.com> 

RE: Cleaning wafer switches and WD40 One More Time! 
by Morris Odell <MorrisO@vifp.monash.edu.au> 

WTB CK6418 Subminiture Tube 

by "Larry Louie" <y4562@home.com> 

Re: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 
by Scott Robinson <spr@earthlink.net> 

Drool 

by Morris Odell <MorrisO@vifp.monash.edu.au> 

Re: Cleaning wafer switches 

by Arden Allen <gumbear@pacbell.net> 

Re: GB> BA prototyping set... link to pictures. 

by Gary Pewitt N9ZSV <gpewitt@execpc.com> 

Re: **x*xGB> BA prototyping set... link to pictures. 


by "ed sharpe" <esharpe@uswest.net> 

19) Re: GB> BA prototyping set... link to pictures. 
by Dan Arney <hankarn@pacbell.net> 

20) Museum has Excess glass display cases for trade. 
by "ed sharpe" <esharpe@uswest.net> 

21) Empire TT non radio BA 
by "russ dworakowski" <wb3fau@hotmail .com> 

22) Re: Empire TT non radio BA 
by Ned Ely <adcinfo@ghg.net> 

23) Re: Cleaning wafer switches 
by "russ dworakowski" <wb3fau@hotmail .com> 


Message-Id: <3.0.3.32.20020103160519.0134a5f4@pop-server.nc.rr.com> 
Date: Thu, 03 Jan 2002 16:05:19 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Re: Cleaning wafer switches and WD40 One More Time! 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I think that's because if you look at the MSDS, kerosene is its 
biggest ingredient. 


John 


(Who just got finished taking Santa Barbara beach tar off bottom of 
feet w/kerosene! ) :-) 


At 02:49 PM 1/2/02 -Q600, david wrote: 

>WD-40 works great for removing tar off of hands. 

>During my yearly Xmas visit to mom in Calif, I wet patched her aging roof. 
>Hands were covered with the stuff. Acetone was worthless, but good ole 
>WD-40 worked wonders. 

> 

>Just wanted to make sure WD-40 got one vote... 


Message-ID: <032d01c1949a$700c1900$6401a8cO@ec. rr. com> 

From: "Al Parker" <anchor@ec.rr.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Cleaning wafer switches and WD40 One More Time! 
Date: Thu, 3 Jan 2002 16:05:56 -0500 

MIME-Version: 1.0 


Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


> I think that's because if you look at the MSDS, kerosene is its 
> biggest ingredient. 


and that's why it's a lousy lubricant. 


John 


(Who just got finished taking Santa Barbara beach tar off bottom of 
feet w/kerosene! ) :-) 


VVVV WV 


and came home to fridddgid NC & snow. 
7c) 
Al, W8UT 


From: "Shirli Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: RE: Mothballs 
Date: Thu, 3 Jan 2002 15:59:48 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFEEGBELAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


From: Ed Sieb, VA3ES: 


boca Original Message----- 
From: RICHARDLO@devax.admin.athabascau.ca 


My late father-in-law was an entomologist in the Agriculture 
Canada Entomology lab in Ottawa. They had three floors in 
a WWII vintage government building with their offices 
surronuding the national insect collection. All the insect 
cases had napthalene crystals in the box to help preserve 
the specimens and you could smell the naphtalene two floors 
away. 


VV VV VV VV VV WV 


Ah-ha! So that explains the particular odours in Ottawa! I always thought 
this 

government town had the tell-tale smell of preservatives and moth-balls! I 
always attributed it to the natural odour given off by civil-servants. 


From: "Bill Hawkins" <bill@iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Mothballs 
Date: Thu, 3 Jan 2002 15:42:28 -0600 
Message-ID: <002101c1949f$8a3f£4e00$290aa8cO@darius> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Actually, there's also paradichlorobenzine, called PARA on the box. 
Barry Ornitz recommended it several years ago when I was trying to 
get the mildew reek out of a Fair Radio ART-13. Never did, and sold 
it to someone who said he didn't mind mildew. At least I got a good 
look at the autotune mechanism, and that's all I really wanted. 


Barry said para was the xonlyx kind of mothball that would kill the 
mildew organism. Apparently they still smell when they are dead and 
desiccated in -20 F winter air. 


Haven't heard from Barry in a while. 


Regards, 
Bill Hawkins 


Date: Thu, 03 Jan 2002 14:47:29 -0600 (MDT) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: RE: Mothballs 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: 
<Pine.PMDF.3.95.1020103144557 .541198579R-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


On Thu, 3 Jan 2002, Bill Hawkins wrote: 
> Actually, there's also paradichlorobenzine, called PARA on the box. 


> Barry said para was the xonlyx* kind of mothball that would kill the 


> mildew organism. Apparently they still smell when they are dead and 
> desiccated in -20 F winter air. 


Not too surprising. Paradichlorobenzene is reputed to kill any lifeform if 
applied in sufficient quantity. 

Richard Loken VE6BSV, Systems Programmer - VMS 

Athabasca University 

Athabasca, Alberta Canada 

*x richardlo@admin.athabascau.ca x*x* 


Message-ID: <3C34DBF5.2A4D0DC4@erols.com> 
Date: Thu, 03 Jan 2002 17:32:21 -0500 

From: Michael Hanz <AAFRadio@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Making BA parts 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


John Gibson wrote: 

I recently retired and so no longer have the run of the works machine 
shop where in the past I often made unobtainable BA parts. So I was 
wondering what I could find to make a compact machine shop in the garage. A 
combination mill/lathe seems appropriate. 

I have been oferred a Maximat 7 for $1K. Is this a good price and is 
there an owner out there who would recommend it or is there a better model? 
Thanks. 


VV VVV VV 


Hi John, 


This is a subject of endless if periodic debate on the 
rec.crafts.metalworking newsgroup. It all depends on what you want to 
replicate. I would recommend you ask the question there, as the subject 
is more geared to metal shifting technology than it is the type of 
objects being replicated. A Bridgeport mill and a Hardinge 11" toolroom 
lathe honor my workshop at the moment, but there are occasional pieces 
that I can't manage easily even with these completely outfitted 
machines. As a result, it will be helpful if you can include a size and 
material range, as well as the amount of room you have in your request 
for suggestions. There are innumerable 8 ton Kearney & Trekker mills 
out there for almost nothing... :-) 


Best 73, 
Mike Hanz KC4TOS 


Date: Thu, 3 Jan 2002 17:06:46 -0600 

Message-Id: <v04210101b85a91b14819@[10.0.0.2]> 

From: "Paul Nelson" <drhydro@qwest.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Subject: Re: Cleaning wafer switches 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


When I worked for Bourns Inc. in Ames, Iowa in the mid-70s, I was a 
production engineer in charge of wirewound element trimpots. We used 
several types of silicone lubes in our manufacturing processes to 
reduce "noise" and to provide permanent lubrication, becuz the 
trimpots were sealed with epoxy- don't remember specific products, 
but most were provided by General Electric Silicones. The same stuff 
was used on the ceramic "cermet" elements which were conductive 
(resistive) material screen-printed on a ceramic base and then fired 
to cure ‘em. Worked well for us then, and also was used in 
potentiometers we produced for the military- was part of the spec. I 
think the different products used were all silicone oils or greases, 
and different only in the viscosity. 


Today, for my money, Caig products are SUPERB- but I'd sure like to 
know the difference between the red DeOxit D5 and the ProGold G5! 
Paul Nelson W5GNF "When I go, I want to go quietly, in my 
Ames, Iowa sleep, like my grandfather- not 
screaming, like his passengers." 
(DrHydro@qwest.net) 
"More hay, Trigger?" 
Cessna 140 N77149 "No thanks, Roy, I'm stuffed." 


Message-ID: <014a01c194ac$bc84f£380$31e9b3d1@hppav> 
From: "Don Davis" <dxguy@earthlink.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Cleaning wafer switches 
Date: Thu, 3 Jan 2002 15:16:54 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Made by Caig Labs - great stuff. We used to fill aerosol bombs with this 
and use like tuner spray - need very little of this material to properly 
lube contacts. 


dd 


Sees Original Message ----- 

From: "Bob Roehrig" <broehrig@aurora.edu> 

To: "Don Davis" <dxguy@earthlink.net> 

Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Thursday, January 03, 2002 6:05 AM 
Subject: Re: Cleaning wafer switches 


> On Wed, 2 Jan 2002, Don Davis wrote: 


> 

> > Please...... Do not use WD 40 in any electronic gear. This stupid 
thread 

> > raged on and on a year ago. 

> 

> One thing that used to be recommended to me was called Cramolin (or may it 
> is spelled Cranolin). Anyway it was supposed to be the absolute best for 
> contacts in electronic organs. Anyone else used it? Don't know who makes 
> it or if it is still available. I recall it was a red liquid. 

> 

> 

> 

> 

> 73 Bob Roehrig K9EUL 

> Aurora University Telecom/IS dept. 

> 630-844-4898 broehrig@aurora.edu 

> 

> 

> 


Message-Id: <3.0.6.32.20020103191123 .007a2100@pop3.norton.antivirus> 
Date: Thu, 03 Jan 2002 19:11:23 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Re: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 

Cc: Al Parker <anchor@ec.rr.com> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I really appreciate this. Two questions: 
1) Are these settings for a 752A? Reason I ask is that another list member 


gave me settings (from his 546) that show the same pin settings but 
somewhat different otherwise (21 and 68 rather than 13 and 67). 


2) what does UTL mean? 


At 02:04 PM 1/3/02 -0800, you wrote: 

> 

>Subject: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 
> 

>6D6 6.3 JRO235-4 13 67 P4 1600 Cap to grid 
> 

>6FA5 is UTL 

> 

>K7DFW 


Message-Id: <3.0.6.32.20020103192913 .007b84d0@pop3.norton.antivirus> 
Date: Thu, 03 Jan 2002 19:29:13 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Re: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 

Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Great, thanks. The FA may well be a typo...I went downstairs and can't find 
the tube I asked about. Typically well organized, that's me. I have the 
settings for a 6AF5. 


So the 752A is considered to be in the same family as the 533/600? This all 
becomes rather confusing. The SND Tube Sales website says some 600 settings 
can't be used on the 600A, which makes me wonder how "transportable" any of 
these settings are model to model. 


Your thoughts? 
73, Avery W3AVE in Potomac, Md. 


At 04:18 PM 1/3/02 -0800, you wrote: 
> 

> 

>> 

>> 1) Are these settings for a 752A? 
> 

>> 2) what does UTL mean? 

>> 


> 

>I have six testers so that I can cover a wider range of tubes. The settings 
>are for a 533 and a 600 but you will find that Hickok made the settings the 
>same for all their testers of the same family. 

> 

>UTL is unable to locate. Is the FA a typo? I find no reference to that 
>nomenclature. Is it a 6AF5? 

> 

>K7DFW 


VV VV VV 


Message-ID: <3C34FF48.BD1D4B7D@erols.com> 

Date: Thu, 03 Jan 2002 20:03:04 -0500 

From: Michael Hanz <AAFRadio@erols.com> 

MIME-Version: 1.0 

CC: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Cleaning wafer switches and WD40 One More Time! 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

To: Old Tube Radios <boatanchors@theporch.com> 


david wrote: 


WD-40 works great for removing tar off of hands. 

During my yearly Xmas visit to mom in Calif, I wet patched her aging roof. 
Hands were covered with the stuff. Acetone was worthless, but good ole 
WD-40 worked wonders. 

Just wanted to make sure WD-40 got one vote... 


VV VV VV 


It's extremely useful as a solvent, as a water displacer, as a machining 
coolant for aluminum and other non-ferrous metals, and as a mild rust 
preventative (though there are better alternatives for this particular 
application). I use it by the gallon with the milling machine and lathe 
because it smells a lot better than kerosene when I come back in the 
house at the end of the day. :-) That's about the limit of its 
usefulness. The qualities that make it excel in the above applications 
don't endear it to the other uses folks often place on it. Read the 
MSDS sheet before using it for anything else! 


73, 
Mike 


Message-ID: 
<07A064EA6042D4118A62009027F70E77181D6D@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Cleaning wafer switches and WD40 One More Time! 
Date: Fri, 4 Jan 2002 12:43:09 +1100 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


david wrote: 
>> 
> > WD-40 works great for removing tar off of hands. 


and Mike wrote: 


> It's extremely useful as a solvent, as a water displacer, as 
> a machining 
> coolant 


And for anchorites, it's great for removing old cal stickers, labels, tape 
residues and scribbles from our prizes. 


73, Morris 


Message-ID: <033501c194c0$37177380$5dd01118@mrtnz1. ga.home. com> 
From: "Larry Louie" <y4562@home.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: WTB CK6418 Subminiture Tube 
Date: Thu, 3 Jan 2002 20:36:17 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Need a CK6418 sub-miniture tube for restoration of GenRad 1644 Megohmmeter. 


Thanks 


Message-ID: <3C3509C8.DD78C14D@earthlink.net> 
Date: Thu, 03 Jan 2002 17:47:52 -0800 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com>, Al Parker <anchor@ec.rr.com> 
Subject: Re: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


Folks, 


Early Hickoks (533, for instance) use a 5V rms grid drive; late ones use 
a 2.5V drive. For high-gain tubes, this may change the necessary 
settings. For low gain ones it porbalby doesn't matter. As far a a pure 
Gm measuring instrument, the measuring side of the tester is compensated 
for the amount of grid drive, except perhaps for signal diodes like the 
diode part of a 6SQ7 or a 6H6. 


/scott 
Avery Comarow wrote: 
I really appreciate this. Two questions: 


1) Are these settings for a 752A? Reason I ask is that another list member 
gave me settings (from his 546) that show the same pin settings but 
somewhat different otherwise (21 and 68 rather than 13 and 67). 


2) what does UTL mean? 


At 02:04 PM 1/3/02 -0800, you wrote: 

> 

>Subject: [TEST-EQUIPMENT] Hickok settings for 6D6, 6FA5 
> 

>6D6 6.3 JRO235-4 13 67 P4 1600 Cap to grid 
> 

>6FA5 is UTL 

> 

>K7DFW 


VVVVV VV VV VV VV VV VV VV VV VV 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-ID: 
<07A064EA6042D4118A62009027F70E77181D6E@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Drool 
Date: Fri, 4 Jan 2002 13:38:12 +1100 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 


Hi all, 
Take a look at: 
http://www. geocities.com/radiotmc/bobscollection.html 


This is the most mouth watering collection of complicated communications 
boatanchors I have ever seen. 


I'm humbled... 


73 de Morris VK3DOC 


Date: Thu, 03 Jan 2002 19:38:14 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Cleaning wafer switches 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGPEQOG3IB88W6@mta6.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Sas al eats No manufacturer (I repeat - NO 

> MANUFACTURER has ever recommended the use of WD40 or similar solvents / 
oils 

> for their electronic gear). 


And from the neurtal corner (at least for this round): Just a few years 
ago I asked a fellow on the phone at Electoswitch (they swallowed Centralab 
switches) what lubricant he recommended for wafer switches. I expected 
something more informed but back came "WD-40". There's always a minority 
opinion, if maybe only one. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <5.1.0.14.0.20020103220517 .031170f0@mail.execpc.com> 
Date: Thu, 03 Jan 2002 22:07:22 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Gary Pewitt N9ZSV <gpewitt@execpc.com> 

Subject: Re: GB> BA prototyping set... link to pictures. 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I spent 11 months at Keesler AFB in 1963 (radio relay school) and all our 
resistors had tolerance stripes. Bad boys rape our young girls but violet 
gives willingly for silver or gold. 

73 Gary 


At 03:38 PM 1/3/2002 -0600, Stuart Rohre wrote: 

>I don't remember the fourth stripe on resistors until the late 60's at 
>least. And I did a lot of building as a new ham. Of course, I was buying 
>1/2 watt sizes and up, and the fourth band I remember first on 1/4 watt 
>carbons about 1968. 

>73, 

>Stuart K5KVH 


Gary Pewitt N9ZSV 

6120 W. Calumet Rd. Apt 204 

Milwaukee, WI 53223 

Sturgeon's Law " Ninety percent of everything is crap." 


Date: Thu, 3 Jan 2002 21:28:23 -0700 
Message-ID: <001b01c194d8$45b10380$0100a8cO@smeccxp> 
From: “ed sharpe" <esharpe@uswest.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: x***GB> BA prototyping set... link to pictures. 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


did you save any student manuals from set section of Kessler?! 


a aieteta Original Message ----- 

From: "Gary Pewitt N9ZSV" <gpewitt@execpc.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Thursday, January 03, 2002 9:07 PM 

Subject: Re: GB> BA prototyping set... link to pictures. 


I spent 11 months at Keesler AFB in 1963 (radio relay school) and all our 
resistors had tolerance stripes. Bad boys rape our young girls but violet 
gives willingly for silver or gold. 

73 Gary 


At 03:38 PM 1/3/2002 -0600, Stuart Rohre wrote: 

>I don't remember the fourth stripe on resistors until the late 60's at 
>least. And I did a lot of building as a new ham. Of course, I was 
uying 

>1/2 watt sizes and up, and the fourth band I remember first on 1/4 watt 
>carbons about 1968. 

>73, 

>Stuart K5KVH 


Gary Pewitt N9ZSV 

6120 W. Calumet Rd. Apt 204 

Milwaukee, WI 53223 

Sturgeon's Law " Ninety percent of everything is crap." 


VV VNVMV VV VV VV VV OM VV VV VV VV VW 


Date: Thu, 03 Jan 2002 20:26:07 -0800 

From: Dan Arney <hankarn@pacbell.net> 

Subject: Re: GB> BA prototyping set... link to pictures. 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3C352EDF.C1FACEOF@pacbell.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


Gary, 

I learned that in Paragould,AR when I was 9 years old, will be 70 in 
May. She is still getting Silver and Gold after all of these years. 
Happy New Year, 

Hank 
KN6DI 


Date: Thu, 3 Jan 2002 21:47:31 -0700 
Message-ID: <Q0ad01c194da$ef96e6b0$0100a8cO@smeccxp> 


From: "ed sharpe" <esharpe@uswest.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Museum has Excess glass display cases for trade. 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Greetings from the museum, some of the folk local to us here may want to 
make use of some excess to our needs glass display cases. these are nice for 
displaying some of your goodies in that you do not want to dust! 


we will consider anything in trade that enhances our displays in the museum 
or the reference library. 


sorry due to size and fragile glass can not ship these they will have to 
picked up here. 


thanks ed sharpe archivist for smecc 
Ed Sharpe Archivist for SMECC 


see the museum at: 
http: //www.smecc.org 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Empire TT non radio BA 

Date: Fri, 04 Jan 2002 01:29:34 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F92VXtoz2JoRvV0001617d@hotmail . com> 


Please excuse me for asking here,but do not know of a better place 
to ask. Need drive belt for Empire 598II turntable. Any leads or source 
appreaciated. Thanks Russ. 


Message-ID: <3C3550F8.8DA4397FQ@ghg.net> 

Date: Fri, 04 Jan 2002 00:51:36 -0600 

From: Ned Ely <adcinfo@ghg.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Empire TT non radio BA 
Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 
Howdy Russ 


Check Google for "empire turntable drive belt", there were 243 listings! 
I was glad that I looked because I, too, have a couple of turntables 
that need belts. 


Best regards, 
Ned Ely 


russ dworakowski wrote: 

> 

> Please excuse me for asking here,but do not know of a better place 

> to ask. Need drive belt for Empire 598II turntable. Any leads or source 
appreaciated. Thanks Russ. 


From: “russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Cleaning wafer switches 

Date: Fri, 04 Jan 2002 02:00:41 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F79w6BFimjuQtZ000161ff@hotmail .com> 


You know, there was quite an arguement here about a year ago about WD-40. 
The majority said it was garbage. I am with the minorty as I myself always 
keep a can handy. I have used it as a sub for mineral oil. It will 
revitalize dry grease. This one you will like- my barber 
uses it on his electric clippers- I am not too fond of the odor, if you 
are the unfortunate customer to get his hair cut after the WD-40 lube 
well yes you go home smelling of same. On the other end of things, I 
have used it successfully on dirty pots. On most switch 
contacts, that is if they do not arc, such as in high voltage 
applications I have found WD-40 to work well. Some applications need 
cleaning with a dry type contact spray, don't forget about the 
other parts of a selector switch such as the detent mechanism, this 
definitely needs cleaning and relubed. WD-40 again is perfect for this. 
Back to the other end of use spectrum- carb linkage- first 
clean it with gumout then finish with WD-40, no more sticking linkage. 
Car door locks, hood hinges and sliding door mechs on mini-vans. 
Round II here we go! Russ 


>From: Arden Allen <gumbear@pacbell.net> 

>Reply-To: gumbear@pacbell.net 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: Re: Cleaning wafer switches 

>Date: Thu, 03 Jan 2002 19:38:14 -0800 

> 

Sh ac ota ys No manufacturer (I repeat - NO 

> > MANUFACTURER has ever recommended the use of WD40 or similar solvents / 
>oils 

> > for their electronic gear). 

> 

>And from the neurtal corner (at least for this round): Just a few years 
>ago I asked a fellow on the phone at Electoswitch (they swallowed Centralab 
>switches) what lubricant he recommended for wafer switches. I expected 


>something more informed but back came "WD-40". There's always a minority 
>opinion, if maybe only one. 
> 


>Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Join the worldis largest e-mail service with MSN Hotmail. 
http://www. hotmail.com 


End o£ BOATANCHORS Digest 3276 
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